
SUMP

Innovative Z-Cross 
Switch Technology
Prevents voltage and 
current spikes, the primary 
cause of switch failure. 

Maintenance Free
Neither residue nor water 
temperature will affect 
switch operation.

High-Water Alarm
Loud external alarm alerts you of 
high-water situations.  Includes easy 
connection to home security or voice 
dialer system (sold separately).

MODEL 
E100ELT 1 HP91 GPM   5,460 GPH

Includes:

1-1/2" discharge (meets standard code approvals),  
10' power cord for easy installation,  
detailed owner’s manual

Check valve replacement recommended

115V AC  1 Phase

10' Power Cord

1.5" FNPT Discharge

Cast Iron

Sump Pump
High-Output Professional-Grade 
Sump Pump with Electronic Switch

RUGGED CONSTRUCTION

ENERGY-EFFICIENT PSC MOTOR

INNOVATIVE ELECTRONIC 
SWITCH TECHNOLOGY

5-YEAR WARRANTY

Gallons/min.
Gallons/hr.

Discharge height
above pumping level

12.13" x 10.13"
x 15.38"

Carton
Dimensions

Pallet
Quantity

Weight

25.4 lbs.24

Float
Switch

On
8.75"

Off
4.25"

28'

Max.
Lift

E100ELT
022315342163
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20'
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5460
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3/8"

Solids
Handling
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5400
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3000
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4200
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1800
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